Fitter fabric to keep sand
from going into drain rock

Smooth plastic drain pipe
end cap with apen grate

51mm (2” )depth sand base

102mm (4") perforated PVC drain
filled with 38mm (1—-1/2")
rock — length to bottom of
tree pit £ 914mm (36")

Soil backfill mix

TREE PLANTING AND STAKING

dia. drain

pipe

New rubber hose, color: black;
tie to be #14 ga. galv. tire twist

Lodgepole pine stakes (51mm (2") dia.)
treated with copper napthenate
set stakes pardllel to curb

Pea gravel, 102mm (4") depth

Finish grade @
groundcover

1.22m{4‘} SQUARE PRE-CAST CONCRETE TREE
GRATE WITH VARIABLE TREE HOLE DIAMETER.
{OR AS REQUIRED BY THE ENGINEER}

/

203 (8")x102 (4")x60mm (2-3/8") unit paver
set on sand base. see paver layout

Existing sidewalk

Existing grade

Deep root control barrier

UB 24-2, set top edge @ top
of sand layer; barrier:

deep root corporation

Drain rock 19mm (3/4") 0.D.

Existing subgrade

Const. hrt. redwood header

use 51mm (2")x102mm (4") on
straight portion use

114mm(4 — 1/2")x102mm(4")
const. hrt. benderboards at curves

Finish grade at lawn area

SAWCUT LINE
1TYP.)
E 203mm(8") x
— " D) . =
. o ST e =l
L fe u
OE— z o
/ = @
. / v 2
|11} .
z / & §
—F N o
-F 7 “} & concreTE =
3 Lt BORDER
= AROUND
1.22m{4") a1 TREE WELL
~
\ *
) ~—J %] DEEP ROOT o
R CONTROL o
203mm(s"] | .. o PLANTER =
KRN : 3
5 e o
FACE OF CURB
203mm(87) —e= f— 203mm(8") —=j [

1.22ml4'} TREE WELL

TREE WELL DETAIL

Nail stakes to header
with 2 16d hot dip galv.

51mm(2”)x102mm(4”) const.
hrt. stake 457mm(18”) long @
1,22m(4’) 0.C., 914mm(3') ®
curves — double stake

splices at corner

%

REDWOOD HEADER DETAIL

BZmmi6") VERTICAL CURB

//— 305mmli) GUTTER

Units are in metric
Non-metri¢ in brackets
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